WG320240D0 Graphic 320x240 dots

50 135.0
11.0£0.5 123.0+0.2

25.0 : § - 104.0 (VA)
29.015 _ 95.97 (AA)

96.0% 0.5
92.0(Frame)
88.0
79.3 (VA)
71.97 (AA)

T | "
1 : I. T i @" L .
To.
27 2= | +enoma 142.040.5
a

N

%EII]I]III!IEI !

CON\ eNFPC20PP10

320*240 Dots

=Y
i

AAALAA

a0 ma0 00480

2-R1.75

3" WINSTAR

UP-Side

2.70

1]

~
<lg ]
2 DOT SIZE
Component Side SCALE 2071
Feature Mechanical Data
1.320X240 dots
2.Built-in controller RA8835 ltem Standard Value Unit
3.1/240 duty cycle -
4.5V power supply Module Dimension 142.0 x 96.0 mm
5.Touch screen option Viewing Area 104.0x 79.3 mm
PinNo. | Symbol Wption Mounting Hole 135.0 x 92.0 mm
1 Vgs  |Ground Dot Pitch 0.30x0.30 mm
2 Vpp  |Power supply for logic Dot Size 0.27 x 0.27 mm
3 Vo Contrast Adjustment
4 A0 Data/ Instruction select signal
5 /WR. |Data write. Write data into LCD Controller . L.
6 /RD | Data read. Read data from LCD Controller Electrical Characteristics
7~14 DBO0~DB7|Data bus line It Standard Value ;
15 CS  |Chip selectinput pins el Symbol . Unit
16 RES |Controller reset signal, Active Low
17 Vee Negative Voltage Output Input Voltage VDD 5.0 \"
18 DISPOFF |Display off H:ON L:OFF
Recommended LCD Driving
19 A Power supply for B/L + Votage for Normat T, VDD-VO 216 y
20 K Power supply for B/L - Version module @25°C
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