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Feature Mechanical Data
1. Built-in controller ST7920
2. 5V power supply Item Standard Value Unit
3. Negative voltage option - -
4. 1/32 duty cycle Module Dimension 80.0 x 36.0 mm
5. LED can be driven by PIN15, PIN16 or A, K Viewing Area 66.0 x 16.0 mm
6. Chinese version A
7. Same size with WH16028 ';‘0";“”3 Hole 75.0x31.0 mm
ot Pitc 0.42x0.42 mm
Pin No. | Symbol A Description Dot Size 0.38 x 0.38 mm
1 Vgg |Ground
2 Vpp |Power supply for logic
3 Vg |Contrast Adjustment Electrical Characteristics
4 RS |Data/ Instruction select signal ltem Symbol S L
5 RW |Read/Write select signal typ-
6 E Enable signal Input Voltage VDD 3/5 \
7 DBO |Data bus line
. Recommended LCD Drivi
8 DB1 |Data bus line Velags or Hoanel Toar. Vo-Vss 4.30 v
9 DB2 |Data bus line Verson modie @25°C
10 DB3 |Data bus line
11 DB4 |Data bus line
12 DB5 |Data bus line
13 DB6 |Data bus line
14 DB7 |Data bus line
15 A |Power supply for B/L +
16 K |Power supply for B/L -






